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Press to cancel.

Press to set the alarm. 

Press to set
the alarm range.
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10.8 to 31.2 VDC 

KGP-913MkⅡ/MkⅡD OM.E 0093191302-01
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106054
線

106054
テキストボックス
10m 2drms(GPS),  3m 2drms(DGPS),  3m 2drms(SBAS)

106054
テキストボックス
18 channel parallel

106054
テキストボックス
Speed, course, altitude, distance/bearing/cross track error/course deviation/time to go to waypoint, total time to go and distance on route, DOP value, present time (UTC or LTC), satellite status, beacon receiving status, distance/bearing between two points, MOB display

106054
テキストボックス
10.8 to 31.2 VDC

106054
テキストボックス
6.0W or less (KGP-913MkⅡD), 4.5W or less (KGP-913MkⅡ)

106054
テキストボックス
-25°to +55℃ (-13°to 131°F)
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-25°to +55℃ (-13°to 131°F)
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テキストボックス
190
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Beacon antenna unit 
(Magnetic field type) 

03 

PS-010 3.5 kg (7.7 lb) 

6 

BA-02-L/BNC connector 
BA-02L-K 1.2kg (2.7 lb) 

15m (49 3/16 ft) 



 

Antenna coupler (BA-02L-K) 
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PS-010 

CVS-126/128

Marine radar
MDC-1800 series
MDC-900 series 
MDC-2000 series
MDC-2200 series
MDC-2500 series
MDC-2900 series

Echo sounder 
CVS-841 series 
CVS-842 series 
CVS-852 series 
CVS-1410 series 
CVS-FX1/FX2 

/FX2BB 
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PS-010 

BA-02L-K 

Echo sounder 
CVS-841 series 
CVS-842 series 
CVS-852 series 
CVS-1410 series 
CVS-FX1/FX2 

/FX2BB 

CVS-126/128

Marine radar
MDC-1800 series
MDC-900 series 
MDC-2000 series
MDC-2200 series
MDC-2500 series
MDC-2900 series
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PS-010 

03 

Magnetic field type 
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Caution: Use of other solvent or anaerobic 
based-bond may cause cracking of the chassis.

Caution: Overtightening of the screw may cause 
cracking of the chassis. 

03 

Installation precautions 
1) Adhesive plastic sealant or silicone for plastic is 

recommended for fixing screws. 
2) Stroke of screw insertion should be up to 25mm.
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