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Inland AIS QUICK OPERATION GUIDE

Receipt of AIS text and safety 
related messages is indicated 
by the presence of the 
message icon in the status 
bar showing the number 
of unread messages. 

Messages can be viewed 
by opening the ‘Inbox’ under 
the ‘Messages’ menu option.

Active system alarms are indicated by the 
presence of the red alarm icon in the status bar. 

New alarms are highlighted by the display 
of an alarm popup. 

The list of current active alarms can 
be viewed on the ‘Alarms’ screen.

User interface Messages

Voyage data

System alarms

16:58:29 SOG  21.1km/h
UTC  + 1h COG  88.0°

50° 32.0286’ N
0° 55.2715’  W

INBOX INLAND Int. GNSS 1W

Received From

222222211
245245245

From:  245245245
Received:  17:24 24/04/15
Type:  BROADCAST TEXT

Message:

HELLO

17:21 24/04/15
17:24 24/04/15

HOME INLAND Int. GNSS

16:58:29 SOG  21.1km/h
UTC  + 1h COG  88.0°

50° 32.0286’ N
0° 55.2715’  W 5

Target list Voyage
data settings

Target plot

Messages Alarms Own dynamic data System settings

Chart

!

ALARM LIST

Time Alarm Acknowledged?

09:51 26/05/15 AIS: external EPFS lost
09:51 26/05/15 AIS: Heading lost/invalid

09:51 26/05/15 AIS: no valid ROT information

INLAND Int. GNSS

16:58:29 SOG  21.1km/h
UTC  + 1h COG  88.0°

50° 32.0286’ N
0° 55.2715’  W

NAME/MMSI Range Bearing CPA TCPA Type Age

TARGET LIST INLAND Int. GNSS

16:58:29 SOG  21.1km/h
UTC  + 1h COG  88.0°

50° 32.0286’ N
0° 55.2715’  W

DUBLIN FISHER 1m 50s

PROXIMITY CRAFT 1m 47s

245245245 0m 1s

212222222 0m 36s

ATLANTIC PRIDE 0m 45s

SAN ROCCO 0m 6s

444110175 6.9NM 44.9 0m 5s

Visible:   12    Filtered out:   0

System alarm

AIS: no vaild ROT information

Get help with this alarm

View alarm list Acknowledge

1 2

1 2

1

2

Entering text

235885446MMSI

QUEEN MARYName

Q46MYCallsign

6662228IMO#

Length: 295 Beam: 59                           mDimensions

GB64448ENI

8440ERI

VESSEL DATA SETTINGS INLAND

16:58:29 SOG  21.1km/h
UTC  + 1h COG  88.0°

50° 32.0286’ N
0° 55.2715’  W

3

1
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16:58:29 SOG  21.1km/h
UTC  + 1h COG  88.0°

50° 32.0286’ N
0° 55.2715’  W

VESSEL DATA SETTINGS INLAND

Enter the vessel name:

QUEEN MARY

1 2 3 4 5 6 7 8 9 0 .

Q W E R T Y U I O

A

Z X C V B N M

!? OK

P

S D F G H J K L

16:58:29 SOG  21.1km/h
UTC  + 1h COG  88.0°

50° 32.0286’ N
0° 55.2715’  W

VESSEL DATA SETTINGS INLAND

Enter the vessel name:

QUEEN MARY

1 2 3 4 5 6 7 8 9 0 .

Q W E R T Y U I O

A

Z X C V B N M

!? OK

P

S D F G H J K L

201-0864:1

Dimensions for the vessel (not including any attached convoy) must be 
entered as well as the position of any GNSS antennas:

a. Navigate to ‘System settings’ 
 then ‘Vessel data settings’

b. Select ‘Dimensions’

c. Enter the password

d. Select each data �eld
 in turn and enter the
 required dimension
 to the nearest 0.1m

Vessel data
Entering the ERI ship type:

In the ‘Home’ -> ‘System settings’ -> ‘Vessel data settings’ screen select the 
ERI setting that best describes the vessel and convoy.
In the ‘Home’ -> ‘Voyage data settings’ screen select ‘Convoy dimensions’ - 

Select each data 
�eld in turn and 
enter the extension 
beyond the normal 
vessel size of any 
convoy attached.

Vessel and convoy type

DIMENSIONS AND ANTENNA POSITIONS INLAND Int. GNSS

16:58:29 SOG  21.1km/h
UTC  + 1h COG  88.0°

50° 32.0286’ N
0° 55.2715’  W

Length (L) 0 m

Beam (B) 0 m

Internal X (IX) 0 m

Internal Y (IY) 0 m

External X (EX) 0 m

External Y (EY)

L

B

IX

IY
EX

EY

0 m

The ‘Voyage data settings’ screen provides quick access 
to the most frequently changed inland AIS parameters.

On this screen you can set the following parameters:

• Navigation status.

• Destination of voyage.

• ETA – Estimate the date and time of arrival 
 at the destination in UTC time. 

• Static Draught – Enter the maximum draught 
 for your vessel in metres (e.g. 4.96m).

• The cargo status of the vessel as ‘Loaded’ or ‘Unloaded’.

• The number of blue cones and blue �ag status for the cargo.

• The number of crew members on board (255 = unknown).

• The number of passengers on board (8191 = unknown).

• The number of other personnel on board (255 = unknown).

Voyage data

CONVOY DIMENSIONS INLAND Int. GNSS

16:58:29 SOG  21.1km/h
UTC  + 1h COG  88.0°

50° 32.0286’ N
0° 55.2715’  W

Convoy bow
extension (BE) 0 m

Convoy stern
extension (SE)

Convoy port
extension (EP)

Convoy starboard
extension (ES)

BESE

EP

ES

0 m

0 m

0 m
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Inland-AIS KURZANLEITUNG

Der Eingang von AIS-Texten und 
sicherheitsrelevanten Nachrichten 
wird durch ein Nachrichtensymbol 
in der Statusleiste gemeldet und 
zeigt die Anzahl der ungelesenen 
Nachrichten an.

Nachrichten können gelesen 
werden, indem der ‘Meldungsein-
gang’ unter der Menüoption 
‘Nachrichten’ geö�net wird.

Aktive Systemalarme werden durch ein rotes 
Alarmsymbol in der Statusleiste angezeigt. 

Neue Alarme werden im Display durch ein 
erscheinendes Alarm-Popup hervorgehoben.

Die Liste der aktuell aktiven Alarme kann im 
‘Alarme’ Bildschirm eingesehen werden.

Benutzerober�äche Nachrichten Systemalarme

16:58:29 SOG  21.1km/h
UTC  + 1h COG  88.0°

50° 32.0286’ N
0° 55.2715’  W

POSTFACH INLAND Int. GNSS 1W

Empfangen Von

222222211
245245245

Von:  245245245
Empifangen:  17:24 24/04/15
Type:  ADR. TEXT

Nachricht:

HELLO

17:21 24/04/15
17:24 24/04/15

HOME INLAND Int. GNSS

16:58:29 SOG  21.1km/h
UTC  + 1h COG  88.0°

50° 32.0286’ N
0° 55.2715’  W 5

Zielliste Benutzereinst Zeilzeichen

Nachrichten Alarme Eig. dyn Daten Systemeinst.

Karte

!

ALARMLISTE

Zeit Alarme Anerkannt?

09:51 26/05/15 AIS: external EPFs lost
09:51 26/05/15 AIS: Heading lost / invalid

09:51 26/05/15 AIS: no valid ROT information

INLAND Int. GNSS

16:58:29 SOG  21.1km/h
UTC  + 1h COG  88.0°

50° 32.0286’ N
0° 55.2715’  W

Name/MMSI Riechweite Kurs CPA TCPA Typ Alter

ZIELLISTE INLAND Int. GNSS

16:58:29 SOG  21.1km/h
UTC  + 1h COG  88.0°

50° 32.0286’ N
0° 55.2715’  W

DUBLIN FISHER 1m 50s

PROXIMITY CRAFT 1m 47s

245245245 0m 1s

212222222 0m 36s

ATLANTIC PRIDE 0m 45s

SAN ROCCO 0m 6s

444110175 6.9NM 44.9 0m 5s

Sichtbar:   12    Ge�ltert:   0

Systemalarm

AIS: no vaild ROT information

Hilfe zu diesem Alarm anfordern

Alarmliste anz. Quittieren

1 2

1 2

1

2

Texteingabe

235885446MMSI

QUEEN MARYName

Q46MYRufzeichen

6662228IMO#

Länge: 295 Gr.Schi�sbreite: 59                mAbmessungen

GB64448ENI

8440ERI

SCHIFFSDATENEINST INLAND

16:58:29 SOG  21.1km/h
UTC  + 1h COG  88.0°

50° 32.0286’ N
0° 55.2715’  W

3

1

2

16:58:29 SOG  21.1km/h
UTC  + 1h COG  88.0°

50° 32.0286’ N
0° 55.2715’  W

SCHIFFSDATENEIST INLAND

Schi�snamen eingeben:

QUEEN MARY

1 2 3 4 5 6 7 8 9 0 .

Q W E R T Y U I O

A

Z X C V B N M

!? OK

P

S D F G H J K L

16:58:29 SOG  21.1km/h
UTC  + 1h COG  88.0°

50° 32.0286’ N
0° 55.2715’  W

VESSEL DATA SETTINGS INLAND

Enter the vessel name:

QUEEN MARY

1 2 3 4 5 6 7 8 9 0 .

Q W E R T Y U I O

A

Z X C V B N M

!? OK

P

S D F G H J K L

Schi�sdaten
Eingabe des schi�s- oder Verbandstypes (ERI Schi�stype):

Der AIS Schi�s- oder Verbandstyp soll auf den zutre�enden Schi�s- oder 
Verbandstyp gesetzt werden. Dies tri�t im Wesentlichen bei Anderungen 
eines Verbandes zu.

Im Fenster Menu -> "Schi�sdaten-Einstellungen" den aktuellen Schi�s- oder 
Verbandstyp 
auswahlen.
In den 'Reisedaten-
inst. "Bildschirm 
wählen Konvoi 
Dimensionen - 
geben Sie die 
Verlängerung über 
das normale 
Gefäßgröße jeder 
Konvoi angebracht.

Schi�s- und Verbandstyp

ABMESSUNGEN UND ANTENNENPOSITIONEN INLAND Int. GNSS

16:58:29 SOG  21.1km/h
UTC  + 1h COG  88.0°

50° 32.0286’ N
0° 55.2715’  W

Länge (L) 0 m

Gr. Schi�sbreite (B) 0 m

Intern X (IX) 0 m

Intern Y (IY) 0 m

Extern X (EX) 0 m

Extern Y (EY)

L

B

IX

IY
EX

EY

0 m

Der Bildschirm ‘Reisedaten-Einstellungen’ erlaubt einen 
schnellen Zugri� auf die am häu�gsten geänderten 
Inland-AIS Parameter.
In diesem Bildschirm können Sie die folgenden 
Parameter einstellen:
• Navigationsstatus
• Ziel der Reise.

• ETA – Schätzung von Datum und Zeit der Ankunft am Ziel in UTC-Zeit. 

• Statischer Tiefgang – Eingabe des maximalen Tiefgangs für
 Ihr Schi� in Metern (z.B. 4,96m).

• Der Frachtstatus des Schi�s als ‘Beladen’ oder ‘Unbeladen’.

• Die Anzahl an Blauen Kegeln und der Blaue-Flagge-Status für die
  Fracht.

• Die Anzahl an Besatzungsmitgliedern an Bord (255 = unbekannt).

• Die Anzahl an Passagieren an Bord (8191 = unbekannt).

• Die Anzahl an anderem Personal an Bord (255 = unbekannt).

Reisendaten

KONVOIABMESSUNGEN INLAND Int. GNSS

16:58:29 SOG  21.1km/h
UTC  + 1h COG  88.0°

50° 32.0286’ N
0° 55.2715’  W

Konvoi-Buger
weiterung (BE) 0 m

Konvoi-Hecker
weiterung (SE)

Konvoi-Back
borderweiterung (EP)

Konvoi-Steuerbord
erweiterung (ES)

BESE

EP

ES

0 m

0 m

0 m

Die Abmessungen des Schi�s (exklusive eines angefügten Konvois) sowie die 
Position von allen GNSS-Antennen müssen eingegeben werden:

a. Gehen Sie unter 
 ‘Systemeinstellungen’ 
 auf ‘Schi�sdaten
 -Einstellungen’

b. Wählen Sie 
 ‘Abmessungen’

c. Geben Sie das 
 Passwort ein

d. Wählen Sie nach und 
 nach jedes Datenfeld 
 aus und geben Sie die
 erforderlichen 
 Abmessugen
 auf 0,1m genau ein


