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 CVS-128B / 1410B ＋ two existing transducers　Option 1

Your echo

sounder

(Koden, etc.)

CVS-128B

or

CVS-1410B

JB-38

You can exchange from your existing Echo Sounder to the latest Digital Echo Sounder

CVS-128B / 1410B and keep using your existing transducers (from 24 to 210kHz)

by utilizing Transducer Switching unit.

Only exchange from your existing display

unit to CVS-128B / 1410B

(Keep using your existing transducers.) 

 Latest technology with minimum out of pocket expense

 Upgrade the latest Digital Echo Sounder with your existing transducers.

No transducer cost
No dry dock fees 

Transducer

Switching

unit(Option)

CVS-128B / 1410B



TDM-071

TDM-091D

CVS-128B

or

CVS-1410B

CVS-128B

or

CVS-1410B

（38~65kHz）

（42~65kHz, 130~210kHz）

or
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You can also replace whole existing Echo Sounder with CVS-128B / 1410B.

Two types of Broadband transducers, TDM-071 or TDM-091D are available.

│

Your echo
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(Koden, etc.)

Your echo
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　Option 3　  CVS-128B / 1410B ＋ a new Broadband transducer

    CVS-128B / 1410B ＋an existing transducer　 Option 2　
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